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Looking for a service unit that offers enough volume for 

a larger daily route, and still maintains a low weight? 

The MAL 450 offers the best weight/volume ratio on 

the market. With dry weights from as little as 340 kg 

and offering a total volume of 1700 L (1150 waste/550 

fresh) it can be mounted on virtually all small trucks. 

The MAL 450 can be delivered with a reliable gasoline 

engine or with a hydraulic drive.

CONSTRUCTION

Tank-in-tank, 2 chambers

2 Zinc anodes

Easy-Fix mounting system

STANDARD FEATURES

Primary Ball Valve

Manhole 8”

Secondary Ball Valve with drain

Oil separator with drain

Heavy duty UV-resistant hoses

12V Battery

External oil tank for vacuum pump

2 Sight glasses for waste water level

3” Waste inlet (with 2” connector)

Sight tube for fresh water level

11/4” Bucket-fill

3” waste outlet with 3” Camlock coupler (male)

Dump hose: 3 m x 3” with Camlock coupler

OPTIONS

Suction hose: Tigertail 2” - lengths: 7.6 m, 

9.1 m, 12.2 m, 15.2 m, 18.3 m

Vaporizer to eliminate odours

Hydraulic drive available

Cabin lashing bars

MAL 450

* Dry weight is based on calculation of all components seperately. 
They may vary depending on the service unit.

    SPECIFICATIONS

Total Volume

Waste Capacity

Clean Water Capacity

Dry Weight* (From)

Material

Engine

Vacuum Pump

Dimensions (L x W x H)

Footprint Dimensions

Ideal Vehicle

Driving License

Number Of Toilets 

     Cleaned Per Day

Other Versions

1700 L

1150 L

550 L

340 kg

Aluminum 5454 With Anti-corrosion Coating

Gasoline Engine 9.0 Hp Electric Start

Masport HXL3V 2600 L/min

1980 x 1710 x 1500 mm

2080 x 1800 mm

> 3.5 T
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Versions Available With a Low-pressure 

    or High-pressure Water System
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With its large wastewater capacity reaching     1600 

L, the MAL 650 is aimed at operators who need extra 

volume for their daily routes and can also come in 

handy at events. 

The MAL 650 is designed to be mounted on a truck 

weighing over 3.5 T and can be supplied with either a 

gasoline engine or hydraulic drive.

CONSTRUCTION

Tank-in-tank, 2 chambers

2 Zinc anodes

Easy-Fix mounting system

STANDARD FEATURES

Primary Ball Valve

Manhole 8”

Secondary Ball Valve with drain

Oil separator with drain

Heavy duty UV-resistant hoses

12V Battery

External oil tank for vacuum pump

2 Sight glasses for waste water level

3” Waste inlet (with 2” connector)

Sight tube for fresh water level

11/4” Bucket-fill

3” waste outlet with 3” Camlock coupler (male)

Dump hose: 3 m x 3” with Camlock coupler

OPTIONS

Suction hose: Tigertail 2” - lengths: 7.6 m, 

9.1 m, 12.2 m, 15.2 m, 18.3 m

Vaporizer to eliminate odours

Masport HXL3 3200 L/min

Hydraulic drive available

Cabin lashing bars

MAL 650

* Dry weight is based on calculation of all components seperately. 
They may vary depending on the service unit.

    SPECIFICATIONS

Total Volume

Waste Capacity

Clean Water Capacity

Dry Weight* (From)

Material

Engine

Vacuum Pump

Dimensions (L x W x H)

Footprint Dimensions

Ideal Vehicle

Driving License

Number Of Toilets 

     Cleaned Per Day

Other Versions

2450 L

1600 L

850 L

460 kg

Aluminum 5454 With Anti-corrosion Coating

Gasoline Engine 5.5 Hp Electric Start

Masport HXL3V 2600 L/min

2250 x 1850 x 1750 mm

2350 x 1950 mm

> 5.5 T

C1
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Versions Available With a Low-pressure 

    or High-pressure Water System
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Engineered to meet high-volume requirements, 

the MGA 925 is the ideal unit for operators who 

need to clean more than 35 toilets a day, and for 

the most demanding circumstances where a high 

volume of fresh water is needed. 

The MGA 925 can be adapted to almost any 

customer request. It serves as the basis for 

customized vehicle bodies according to their 

wishes. It can be used with our specially adapted 

powerpacks as well as a PTO.

CONSTRUCTION

Type 3 chambers

Manual reel for suction hose storage

STANDARD FEATURES

Primary Ball Valve

Manhole 8”

Secondary Ball Valve with drain

Oil separator with drain

Heavy duty UV-resistant hoses

12V Battery

External oil tank for vacuum pump

2 Sight glasses for waste water level

3” Waste inlet (with 2” connector)

Sight tube for fresh water level

11/4” Bucket-fill

3” waste outlet with 3” Camlock coupler (male)

Dump hose: 3 m x 3” with Camlock coupler

OPTIONS

Suction hose: Tigertail 2” - lengths: 7.6 m, 

9.1 m, 12.2 m, 15.2 m, 18.3 m

Vaporizer to eliminate odours

Cabin lashing bars

MGA 925

* Dry weight is based on calculation of all components seperately. 
They may vary depending on the service unit.

    SPECIFICATIONS

Total Volume

Waste Capacity

Clean Water Capacity

Dry Weight* (From)

Material

Engine

Vacuum Pump

Dimensions (L x W x H)

Footprint Dimensions

Ideal Vehicle

Driving License

Number Of Toilets 

     Cleaned Per Day

Other Versions

3500 L

2300 L

1200 L

900 kg

Galvanized Steel

Gasoline Engine 5.5 Hp Electric Start

Masport HXL3V 5000 L/min

2000 x 2300 x 1850 mm

2080 x 1800 mm

> 7.49 T

C1
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Available With a Standard 

    High-pressure Water System Only
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Warehouse and Office - UK
Unit 2 Pool Road Industrial Estate • Pool Road
Nuneaton • CV10 9AE • UK
Tel: +44 1530 515 216

Warehouse and Office - GERMANY
Port number 7556 • Hamburger Straße 50 
47229 Duisburg • Germany
Tel: +49 2065 54544 0

Headquarters - EUROPE
Avenue de la Toison d’Or 67
1060 Brussels • Belgium 
Tel: +32 2 542 56 56

Warehouse and Office - ITALY
Via Campania 17
53036 Poggibonsi, Siena • Italy
Tel: +39 346 5067830 • +39 392 1528820

Warehouses and Offices

Warehouse and Office - POLAND
ul. Inwestorska 3
62-800 Kalisz • Poland
Tel: +48 602 439 659

Office - THE NETHERLANDS
Koperstraat 60
2718 RE Zoetermeer • The Netherlands
Tel: +31 (0) 182 342 088

Warehouse and Office - FRANCE
32 Rue de Montaran
45400 Fleury-les-Aubrais • France
Tel: +33 6 58 00 29 63

Warehouse and Office - DENMARK
Scanvogn A/S, Hovedvejen 50
Hirtshals 9850 • Denmark
Tel: +45 98 97 72 00
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EPSG

Stowarzyszenie Branży 
Mobilnych Toalet 

@satelliteindustriesemea

@satelliteindustriesEMEA

Satellite Industries EMEA

/satelliteindustries

Active member of the following associations:

Follow us on social media
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